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TYPICAL DRIVE WAY CROSS SECTION

U:\LAND DESKTOP PROJECTS\WOODLAND HILLS CITY\11-0062 WOODLAND HILLS CITY\DWG\CITY STANDARDS\DT4 - DRIVEWAY X-SECTION.DWG 11/27/2019 1:18 PM

DRAWN BY:

CHECKED BY:

STANDARD #

BDS

BT

4

6
8

0
 S

. W
o

od
la

n
d

 H
ills D

r.
W

ood
la

n
d

 H
ills, U

T 8
4

6
5

3
P

h
o

n
e

: 8
0

1
-4

2
3

-1
9

6
2

F
a

x
: 8

0
1

-4
2

3
-3

5
0

1
w

w
w

.w
o

od
la

n
d

h
ills-u

t.go
v

NOTES:

1. DRIVEWAY APPROACHES SHALL SLOPE AWAY FROM

ASPHALT AT 2% FOR A MINIMUM 10' BEYOND THE EDGE OF

ASPHALT FOR DOWNHILL LOTS AND A MINIMUM OF 3' FOR

UPHILL LOTS.

2. DRIVEWAY APPROACHES WITHIN THE CITY RIGHT OF WAY

SHALL NOT EXCEED A GRADE OF 4%
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